COVERT )4

P — MAXAMPERAGEBYVOLTAGESERVICE
PPF 560 umol/s AMPERAGE  2.00A 1.15A 1.00A 0.87A
Input Power 250w
Efficacy 2.4pumol/)
Input Voltage Autosensing 100-277V
22"Lx23"Wx5"H | 16.5Lbs
Fixture Dimensions | Weight 56cmLx58cmWx12.5cmH | 7.5Kg
Mounting Height > 6"(15.2cm) Above Canopy
Thermal Management Passive
Lifetime 50,000hrs
Power Factor >90%
Certifications UL 8800 Damp Location Rating & CE
Colour Rendering Index 90ra
Ambient Temperture -40-40°C
Storage Environment -40°C-85°C RH10%-95%
Chip BRANDED LED
Warranty 3 Year

PAR DISTRIBUTION

Height of 16"/ 40CM PAR Distribution Height of 24"/ 60CM PAR Distribution Height of 32"/ 80CM PAR Distribution Height of 40"/ 100CM PAR Distribution

P 4FT/ 120CM = < 4FT/ 120CM > < 4FT/ 120CM > P 4FT/ 120CM
2 210247 263232200 , 189228243 218200 , 16
4 2 345—341—280 2
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SPECTRA

Measurements of Normalized
Photosynthetic Photon Flux
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