COVERT')4

SPECIFICATION

Light Source LED
PPF 1150 umol/s
Input Power 500W
Efficacy 2.4 pmol/J
Input Voltage Autosensing 100-277V

Fixture Dimensions | Weight

42" Lx46.5" Wx4.9" H | 16lbs
106cm Lx115.5cm Wx12.5cm H | 7.2kg

Mounting Height

> 6"(15.2cm) Above Canopy

Thermal Management Passive
Beam Angle 100°
Lifetime 50,000hrs
Power Factor >90%

Certifications UL 8800 Damp Location Rating & CE
Colour Rendering Index 90ra
Ambient Temperture -4~1 4F

Operation Temperture Range

-4~15F RH10%-95%

Chip

BRANDED LED

Warranty

3 Year

Height of 16"/ 40CM PAR Distribution

. 4FT/ 120CM _

< >
291411420 394292 ,
470—678—724—6 72
542—787— 851 801—538
464 674 734 670 -‘Ig
290 A2 A40 A4 290 v

90 433 410 413 29

Height of 24"/ 60CM PAR Distribution

< 4FT/ 120CM .

< >
244—300—369—303—243 ,
373 483 523 492 377
447—556—667 597 —442
3 492—503—482 372
245 207 200 204 241 v
2549 r'a oS00 SU1 214

SPECTRUM

AMPERAGE 417 2.40 2.08
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