Plant Parameters:

Flux(Im): 109117 v

Spectral radiance(W/nm): 368
Flux(W): 359.3

1.8 SPECTRUM TEST REPORT

Qv(Im.s): 109117
Qe(J): 368
Far-red flux(W): 7.108

COVERT PRO 630 PAR & SPECTRUM TEST RESULTS
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WL (nm)
Efficiency: 0.5711 Effi-fr: 0.01129
PPE: 2.707 Kfr: 0.06855
Erb_Ratio: 1.778 Flux_b(W): 368 CIERSHE

Flux_UV(W): 1.649
PPF(400-500)(umol/s): 295
PPF(600-700)(umol/s): 729.3
Photon flux_fr(umol/s): 43.12
Flux(380-780)(W): 366.4
Flux_ch-A.t(J): 60.85
Flux_ch-B.t(J): 73.83

Flux b.t(J): 76.73

Flux y.t(J): 146.3
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PPF(umol/s): 1703
PPF(500-600)(umol/s): 680
PPF.t(umol): 1703
Flux(400-700)(W): 359.3
Flux_ch-A(W): 60.85
Flux_ch-B(W): 73.83

Flux b(W): 76.73

Flux y(W): 146.3

Flux r(W) : 136.4
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Flux r.t(J): 136.4 i

Ll
01 02 03 04 05 06 07
Created by AX_CIE_XYZ Ver1.00
Copyright 2009 EVERFINE

08 x

Color Parameters:

Chromaticity Coordinate:x=0.3879 y=0.3610/u'=0.2367 v'=0.4956
CCT=3666K(Duv=-0.0096) Dominant WL:Ld =586.5nm Purity=24.7%
Ratio:R=21.0% G=75.1% B=3.9%yPeak WL:Lp=451.5nm FWHM=20.8nm
Render Index:Ra=90.6

Electric:V =119.10 VI =5.286 A P =629.1 W PF = 0.9300 Eff = 186.4Im/W
LEVEL:OUT Status: Integral T = 20 ms Ip = 50449 (77%)

1.9 PAR DISTRIBUTION
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