Titan Controls Ares Garden Heater HGC702844 (NG) & HGC702886 (LP)

Power Input Requirements 120VAC/60Hz /1A
Maximum input current: 120 V AC /60 Hz
Atlas CO2 Controller with Low Oxygen (02 range: 4@[]-213[]& RN
Shutoff-Hardwire Specificafi CO2 accuracy: + /-100
utoff-Hardwire Specification PPM: O2 range: 0-25%
02 accuracy: +/- 2%
LP Regulator Input Pressure 12.0"+0.3" ( 2.91 ~ 3.06 kPa)
Input Pressure
NG Regulator Input Pressure 7" +0.3" ( 1.67 to 1.82 kPa)
LP Heat Load =35000 Btu/hr
Heat Load
NG Heat Load =35000 Btu/hr
LP CO2 Production 46.7 CUFT/HR
CUFT CO2/HR
NG CO2 Production 39.3 CUFTHR
Heater Size 571.6°538.3"788.5mm / 22.5"21.2°31.0In
(Mot including power cord length)
CO2 & 02 Sensor Cord Length =4.5m / 15ft
Power Cord Length =2m [ 6.5ft
MNet Weight 34.8 kg
Gross Weight 38.6 kg
Packing Size 620°620°870mm / 24.4°24 4*34.3 in (1 set / box )




