
Lateral displacement    4’: 8” and 5‘: 10” on each side
Possibility to be shortened in height    Yes but with the help of skilled resources
Mounting time    Section A: 15 min - Section B: 30 min.
Load capacity    20 lbs/sq.ft.
Material    Wheel, connectors & clips: Food grade polypropylene

   Feet: Nylon fiber
   Structure: Stainless steel 204
   Trellis supports: Galvanized steel
   Sides & rolling tubes: Aluminum T5

Food grade    Yes
Lengths    4’ or 5’ (2” additionnal with trellis support)
Ideal inclination for irrigation    1/4” per 50’ - Leveling capacity of 2”
Maximum length suggested 50-60’
Ground anchoring    Strongly recommanded
Warranty    Plastic: Lifetime warranty

   Metallic structure & Trellis supports: 2 years
Weight    4’ - A: 56.2 lbs - 4’ - B: 75 lbs

   5’ - A: 59.5 lbs - 5’ - B: 79.4 lbs 
Dimensions  

5’ (1630mm)

5’ (1630mm)

6.8’ (2080.5mm)

7.1’ (2171.44mm)

4’ (1240.19mm)

4’ (1240.19mm)

4’ (1240.19mm)

5’ (1630mm)

6.8’ (2080.5mm)

13.6’ (4138.33mm) 13.6’ (4138.33mm)

KIT A KIT A

KIT B KIT B 7.1’ (2171.44mm)

Specif ications Sheet
ROLLING BENCH

WachsenPro.com
Canada USA
12300 de l ’Avenir  Unit  107-19110 24th Ave.  2060 S.  16th St ,  Suite 117
Mirabel  QC J7J 2K4 Surrey ,  BC,  Canada V3S 3S9 Phoenix AZ 85034


