GC1 BUCKER SPECIFICATIONS E'lg

OWNERS MANUAL

GENTLE CUT - GC BUCKERS

Gaisucker [l GC1BUCKER FEATURES

Input Voltage

NA: 6 Amp - 110V, 60Hz Single Phase
EU, AUS: 3 Amp - 220V, 50Hz Single Phase

Feed Throughput

+40lbs/hr (Hydrated)

Current Draw

< 3A Operating

Feed Entry Sizes

3-hole (3/16", 1/4”, 3/8")

Circuit Breaker Required

Motor 0.25HP

Motor RPM 1750 RPM

Weight (w/o stand) 65lbs / 29.5kg

Length (w/o stand) 15in / 38cm

Width (w/o stand) 27.5in / 70cm

Height (w/o stand) 18in / 46cm
NA: 15A/120V

EU, AUS: 15A/220V

Feed Types Wet/Dry
GMP Compliant* Yes
UL Compliant* Yes
CE Compliant* Yes
RoHS Compliant* Yes

Primary Material

304 Stainless Steel / Aluminum

GC3 TRIPLE BUCKER SPECIFICATIONS [FiZh#}

Gosucker il GC3BUCKER FEATURES

Input Voltage

NA: 25 Amp - 110V, 60Hz Single Phase
EU, AUS: 9 Amp - 220V, 50Hz Single Phase

Feed Throughput

+1201bs/hr (Hydrated)

Current Draw

< 23A Operating

Feed Entry Sizes

3-hole (3/16", 1/4”, 3/8")

Circuit Breaker Required

Motor 0.25HP (x3)
Motor RPM 1750 RPM (x3)
Weight (w/ stand) 391lbs / 212kg
Length 102in / 259cm
Width 32.5in / 82.55cm
Height 55in / 140cm
NA: 30A/120V

EU, AUS: 20A/220V

Feed Types Wet/Dry
GMP Compliant* Yes
UL Compliant* Yes
CE Compliant* Yes
RoHS Compliant* Yes

Primary Material

304 Stainless Steel / Aluminum

For more information or to watch our video tutorials visit cprosolutions.com




