SPYDR /x40

SPECIFICATIONS

Light Source LED Length Width Height Weight
39.9" 42.80" 1.26" 14.0 Ibs
Spectrum PhysioSpec Indoor™ 1013mm 1087mm 32mm 6.4 kg
Light Output PPF 852 pmol/s 2187 6.24" 288" 8.2 1bs
555mm 159mm 73mm 3.7kg
Efficacy 2.49 ymol/J @ 277 AC
AC Input Power 342W @ 277V AC [TOP VIEW]
AC Input Voltage 120-277V AC, 347-480V AC, 50/60Hz 39.9"(1013mm)
T
Light Distribution 1200 B H ]
Mounting Height 6" - 12" (15.2-30.5cm) Above Canopy
Thermal Management Passive |
Max. Ambient Temperature 95°F / 35°C
Dimming 10 V-Source I | ﬂﬂT
L 428" A .
Total Harmonic Distortion (THD) < 20% (1 087mm)‘ = I =
Lifetime 190: > 50,000hrs - =
l | (il
IP Rating |P66
Certifications UL 8800, UL 1598 Wet Location, DLC |
Warranty 5 Year Standard Warranty
NOMINAL ELECTRICAL AC INPUT* |

AC Current 298A 168A 151A  123A 099A 086A 071A

[ SIDE VIEW ]
AC Power 3B7W  3[0W  348W  342W  3M4W  343W  342W
1.26" "
4.3
Power Factor ~ 0.9965  0.985 0.975 0.96 0.98 0.976 0.96 (32mm) (108mm)
* At 77°F (25°C) ambient temperature o)
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SR SPYDR 2x40 2x40"x43" 1 PhysioSpec Indoor™ 2 120-277V 06 6ft(1.83m)
4  347-480V 15 15ft(4.57m)
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N5P NEMAD5-15p 00 None W  Waterfall Mounts S Single Pack

N6P NEMAGB-15P 03 3ft(91m) S  Solid-Decking Mounts B15 Bulk Pack (15 QrY) Intertek www fluence.science/SPYDR®

L7P  NEMAL7-15P 06 6ft(1.83m) M  2-Point Hanging Lances

PTP Pigtails A Adjustable Hanging Kit © Copyright 2020 Fluence Bioengineering 2020-02
L LongV Mounts Subject to change without notice, Tolerance +10%

*Please contact sales for more mounting options Horticultural lighting | Not suitable for household illumination.



